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Terms of Service: 
Turnkey Installation

International Gas Detectors

Triton House, Crosby St,
Stockport, SK2 6SH

Sales and Technical Support
+44 (0)161 483 1415
sales@internationalgasdetectors.com

Contact IGD

1.1 The purpose of this document is to define the responsibility of Oliver IGD Limited for carrying out a full installation visit to a client site.   

1.2 Turnkey Installation of a site must have the following conditions completed ahead of the arrival of our engineer:
• All equipment on-site ready for installation with secure storage for multiple day installations.
• Site layout and equipment positioning clearly defined (including cable routes, conduit, cable type where applicable) and signed off by 

client and Oliver IGD Service Director.
• A 3amp fused unswitched, double pole power supply (eg MK K0337 WHIS2)
• Cause and effect outlined prior to visit.
• All required Latest agreed Project drawings.

1.3 All quotations for commissioning work will assume the site has the following conditions (unless specifically  identified as included in 
the quotation process):
• Works will be performed Monday to Friday (07:30 – 17:00 or agreed special requirements prior to visit)
• Access by assumes step ladder only.
• If special height equipment is required it must be requested at quotation stage (if supplied by client, IGD engineers should have 

unrestricted access).
• Third party connections to the system must have representative of the third-party present at commissioning stage.
• A safe, clear and fully accessible workplace must be always provided during our visit (see 1.5).

1.4 If upon arrival, the site is not ready; any of the requirements listed in 1.2 and 1.3 above are not in place or any issues arise during the 
installation assessment; Oliver IGD Ltd reserve the right to abandon the commissioning visit and is non-refundable.
If the Installation is abandoned, a defect list for rectifications will be detailed on-site and in the visit report that follows. A further visit will 
then be arranged upon completion of the rectified works and will be chargeable.

1.5 Any site hazards should be communicated ahead of the visit to enable a risk assessment be performed. This risk assessment 
identifies hazards and control measures required on site and where applicable defines requirement for PPE ahead of the visit.  The 
Service Engineer treats the risk assessment as a “living document”. Which will enable them to react to changing safety conditions, where 
they may choose to use PPE at any time during the visit. Where a specific hazard requires alternate PPE is empowered to obtain PPE 
specific to that risk.
Where appropriate, worked areas are to be taped off and marked as contractor work in progress to limit access to each section worked. 
All rubbish generated is to be removed and disposed of in agreement with the client.  At all times egress points and gangways are to be 
left as clear as possible.

1.6 The Installation engineer will perform the following tasks:
• Installation of Containment (secondary only unless stated by Client using white PVC Conduit/Existing containment eg. Tray 

Trunking/Dado etc - locations, cable routes where possible agreed in advance with client).
• Installation of Cabling (presumed 1.5mm2 CY and 2 Pair Belden) unless otherwise stated at quotation stage.
• Full terminations of all cabling on IGD System (this does not include third party connections unless agreed at quotation stage).
• Energise system perform system search
• Install sensors and relays as required.
• Cable terminations and screens as required.
• Insulation resistance tests and continuity tests carried out.
• Check for errors.
• Set AL1 AL2 & AL3 alarm levels and type.
• Set-up clients cause and effects.
• Test cause and effects.
• Bump test.
• Client demonstration (max 1hr), to be performed during commissioning visit additional demos will be subject to additional charges.

1.7 Upon completion commissioning sheet will be completed to confirm the actions taken and status and set up of the system.  The date 
of first service requirement will be defined and the service period confirmed.

1.8 A panel backup will be taken that saves the settings at the completion of the commissioning.  This will be made available for future 
service visits to enable full restore to original settings.

1.1   The purpose of this document is to define the responsibility of Oliver IGD Limited and the client for carrying out a full installation visit to a client site.

1.2   Turnkey Installation of a site must have the following conditions completed ahead of the arrival of our engineer:

· All equipment on-site ready for installation with secure storage for multiple day installations.

· Site layout and equipment positioning clearly defined (including cable routes, conduit, cable type where applicable) and signed off by client and 

Oliver IGD Service Director.

· A power supply ready for energising (Controllers with mains power supplies must be fed via a unique unswitched fused spur fused at 3A with 

double pole circuit disconnect).

· Cause and effect outlined prior to visit.

· All required Latest agreed Project drawings.

1.3   All quotations for commissioning work will assume the site has the following conditions (unless specifically identified as included in the quotation 

process):

· Works will be performed Monday to Friday (07:30 – 17:00 or agreed special requirements prior to visit)

· Heights accessible by step ladder

· If special height equipment is required it must be specifically requested and noted on the quotation.  If added later this will be chargeable.  (if 

supplied by client, IGD engineers should have unrestricted access).

· Third party connections to the system must have representative of the third-party present at commissioning and demonstration stage.

· A safe, clear and fully accessible workplace must be always provided during our visit (see 1.5).

1.4   If upon arrival, the site is not ready; any of the requirements listed in 1.2 and 1.3 above are not in place or any issues arise during the installation 

assessment; Oliver IGD Ltd reserve the right to abandon the installation visit and is non-refundable.  If the Installation is abandoned, a defect list for 

rectifications will be detailed on-site and in the visit report that follows. A further visit will then be arranged upon completion of the rectified works and 

will be chargeable.

1.5   Any site hazards should be communicated ahead of the visit to enable a risk assessment be performed. This risk assessment identifies hazards and 

control measures required on site and where applicable defines requirement for PPE ahead of the visit.  The Service Engineer treats the risk 

assessment as a “living document”. Which will enable them to react to changing safety conditions, where they may choose to use PPE at any time 

during the visit. Where a specific hazard requires alternate PPE is empowered to obtain PPE specific to that risk.  Where appropriate, worked areas 

are to be taped off and marked as contractor work in progress to limit access to each section worked. All rubbish generated is to be removed and 

disposed of in agreement with the client.  At all times egress points and gangways are to be left as clear as possible.

1.6   The Installation engineer will perform the following tasks:

· Installation of Containment (secondary only unless stated by Client using white PVC Conduit/Existing containment eg. Tray Trunking/Dado etc - 

locations, cable routes where possible agreed in advance with client).

· Installation of Cabling (presumed 1.5mm2 CY and 2 Pair Belden) unless otherwise stated at quotation stage.

· Full terminations of all cabling on IGD System (this does not include third party connections unless agreed at quotation stage).

· Energise system perform system search

· Install sensors and relays as required.

· Cable terminations and screens as required.

· Insulation resistance tests and continuity tests carried out.

· Check for errors.

· Set AL1 AL2 & AL3 alarm levels and type.

· Set-up clients cause and effects.

· Test cause and effects.

· Bump test.

· Client demonstration (max 1hr), to be performed during commissioning visit additional demos will be subject to additional charges.
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1.7   Upon completion commissioning sheet will be completed to confirm the actions taken and status and set up of the system.  The date of first service 

requirement will be defined and the service period confirmed.

1.8   A panel backup will be taken that saves the settings at the completion of the commissioning.  This will be made available for future service visits to 

enable full restore to original settings.

1.9   Standard return to base 10 year equipment warranty upgraded for first 12 months or as long as service contract is taken out which converts to on site 

replacement for the duration of continuous contract, replacement items will be fitted during service visit.  Call out fees may apply as per terms of 

service agreement. 

1.10  The installation will be carried out using equipment fitted and circuits tested for continuity by our engineers with confirmation of our installation being 

signed for by our engineer.  Quotations have not allowed for any Operation & Maintenance manuals or CAD drawing; however allowances have been 

made for a hand drawn as fitted (installed) drawing complete with a test sheet indicating all relevant tests completed.

1.11  Exclusions: We have not allowed for the following works

• Out of sequence working with regard to the working program issued to engineers.

• All necessary builders works (including drilling of holes through walls/ceilings larger than 25mm)

• Civil works

• Interfaces to other systems

• Making good decorations on completion

• The removal of clients stock or material to gain access for installation purposes

• Costs related to damage of all installed cable and associated equipment (however, we will endeavour to protect all cable and equipment)

1.12   All installation quotations provided are subject to review prior to commencement of works once full building specification, construction and 

commissioning programme are known.
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